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Introduction 
 
SynCold® AB series lubricants are synthetic alkylbenzene refrigeration compressor oil specifically developed for 
commercial, industrial refrigeration and air conditioning compressors.  It has excellent thermal and chemical 
stability, and it demonstrates excellent miscibility with a wide range of refrigerants, including R22 and HCFC 
blends.  SynCold® AB can cater to a wide temperature range within a single system due to its ability to be 
customized according to specific development needs. This flexibility ensures effective lubrication across high 
and low extremes. 
  
SynCold® AB series refrigeration lubricants exhibit extremely low foaming tendency and can be completely 
miscible with mineral refrigeration oils in any proportion. 
 
SynCold® AB series demonstrate exceptional refrigeration lubricant solubility, with a two-phase separation 
temperature (20% oil, 80% R22) of less than -60°C. 
 
SynCold® AB 68 is specifically designed for ammonia (R717) applications, delivering outstanding high and low-
temperature performance even under high-temperature conditions or evaporation temperatures below -33°C.  
 
SynCold® AB 68 is also suitable for systems using hydrocarbons (such as R600a) as refrigerants and in 
conjunction with refrigerant R402A/B. Compared to traditional mineral oils, this product offers superior high 
and low-temperature performance and safety, as evidenced by its improved viscosity index, flash point, fire 
point, and pour point. 
 
 
Applications and Compressor Types 
 

 CFCs, HCFCs, R717, R600a 

 Reciprocating compressors 

 Screw compressors 

 Rotary compressors 

 Centrifugal compressors 

 Scroll compressors

 
 
 
Features 
 

        Features Benefits 

Excellent compatibility 
Optimized wear resistance extends compressor service life. 
Improved shaft seal integrity minimizes bearing fatigue, leading 
to decreased unscheduled downtime. 

Excellent thermal oxidation stability 
and chemical stability 

Suppression of Deposit Formation for Extended Lubricant Service 
Life 

High Viscosity Index and Wax-Free 
Formula 

Exceptional low-temperature fluidity and a wax-free formulation, 
while also improving evaporator efficiency 

Superior bearing lubrication Extended compressor lifespan 

Seal compatibility 
Compatible with all common seal materials and miscible with 
mineral oils, other alkylbenzene and PAO-based lubricants. 
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Specifications 
 
Compliance standards:  Q/GH 1006 
 
Meet the following standards: 
 

 GB/T16630, Standardization Administration of China (SAC) 

 (DIN) DIN51503-1, German Society of Standardization  

 (JISC) JIS K2211, Japanese Industrial Standards Survey (JISC) 

 BS 2626, The British Standards Institute (BS)  
 
 
 
Properties 

             Product Name AB32 AB46 AB56 AB68 AB100 
Test 

Method 

ISO viscosity grade 32 46 56 68 100 
GB/T 
3142 

Viscosity @40° C, mm2/s  32.2 47.1 56.4 66.4 98.5 GB/T 265 

Color 1.5 2.5 2.5 2.5 2.5 
GB/T 
6540 

Density @20° C, kg/m3 906 882 883 884 899 SH/T 0604 

Flash point, ° C 210 215 220 226 238 
GB/T 
3536 

Pour point, ° C -50 -48 -46 -45 -42 SH/T0886 

Acid value, mg KOH/g <0.02 <0.02 <0.02 <0.02 <0.02 
GB/T 
4945 

Extreme pressure (Falex) 
Failure load, N 

2670 2680 2720 2850 3050 SH/T 0187 

SynCold® AB Series is available in various viscosities to meet user specific needs.  Additional information is available upon 
request. 

 
 
 

Health and Safety 
 
Refer to the Material Safety Data Sheet (MSDS) on the official website for health and safety 
information. 
 
 
Package size 
 
200L drums, 20L pails, 10L pails, 4L containers, 1L bottles 
 
 

 
 


